
~Portacom
PortaCom is a flexible, high-performance 'Wiredintercom system that is built smart and simple. PortaCom gives you
two channels without sacrificing power or quality. It is expandable,portable or rack mountable. Best of all, PortaCom is
priced to sell to the junior high school theater, local cable studio, church setting, or to the high school football coach.

Product Specs
Branch Box: 1.9" X 4.1 " X 4.25"

Ship Weight: 1 Ibs

Two-Channel Power Console: 1.75" X 8.5" X 4.5"

Ship Weight: 5 Ibs

~-.:NOMBERDE.StBIfl]ON' I
PORTACOM TWO-CHANNEL WIRED INTERCOM

Belt Pack: 3.8" X 2.75" X 1.25"

Ship Weight: 2 Ibs

WingMAN Interface Station

(details on page 31)

PC-2000

BP-2000

H-2000

H-2000S

B3-2000

EX-25M

EX-50M

EX-75M

PGM-100

HC- 1600P

RM-100

AC-20

CC-PC

AC-20

Power Console

PortaCom Belt Pack

Headset-Dual

Headset-Single

Branch Box

CABLES

XLR Cable - 25'

XLR Cable - 50'

XLR Cable - 75'

ACCESSORIES

Program Mixer

Pelican Case with Pick 'n Pluck Foam

Rack for PC-2000

AC Power Module

Cable Bag

AC Power Module



INTERCOMS
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• AC operable

• Easy to setup and operate

• Two channel, wired full duplex intercom

• Up to 20 headset capacity

• Comfortable lightweight noise cancelling headsets

• Optional single, dual or mixed headsets

• Standard double shielded microphone cable

• Can use Standard 3-pin XLR mic cables

• Portable or rackmountable

• Durable lightweight metal packs

• High performance - low cost

c

-Four Headsets -Four BP-2000 belt packs

-PC-2000 power console -Cables not included

-Four dual (H-2000) headsets

or four single (H-2000S) headsets

-Sturdy cardboard carrying case

-Six BP-2000 belt packs

-PC-2000 power console -B3-2000 branch box

-Six dual (H-2000) headsetsor six single (H-2000S)headsets

-Sturdy cardboard carrying case.

-Cables not included

C"OM~TIrC7C Includes cables

-Four Headsets -Four BP-2000 belt packs

-PC-2000 power console -Four EX-50M 50' cables

"' •• -Four dual (H-2000) headsets

or four single (H-2000S) headsets

-Sturdy cardboard carrying case.

C"UM=-60FC7CmauGesca5Jes

-Six Headsets -Six BP-2000 belt packs

-PC-2000 power console -B3-2000 branch box

;1 -Six dual (H-2000) headsetsor six single (H-2000S) headsets

-Seven EX-50M 50' cables

-Sturdy cardboard carrying case.

www.anchoraudio.com

29



ProLink

R3
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Master Belt Pack

Remote Belt Pack

Listen Only Belt Pack

Headset -Dual Muff

Headset-Single Muff

Headset -Dual (Listen Only)

Headset-Single (Listen Only)

Headset -Lightweight

ACCESSORIES

Gang Charger - 11 0/220 AC

Pelican Case with Pick 'n Pluck Foam

WingMAN - combination master base station
& interface to wired intercom system

Rackmount for the WM-9000

Antenna Bracket for WM-9000

Antenna Extension Cable

'!nkIpr~~

BP-9000M

BP-9000R

BP-9000L

H-2000

H-2000S

H-2000L

H-2000LS

H-2000LT

GC-9000

HC- 1600PL

WM-9000

RM-9000

AS-9000

ANT-CABLE

PART'NUMBER:--:DE]CBteTIOlf I

Product Specs
Belt Pack: 4.5" X 6.25" X 2.5"

Ship Weight: 1 Ibs

A.nchor ProLink™
.t'roLink is a digital wireless intercom system that is easy
to configure and easy to operate. The system allows
duplex communication by four users with a master belt
pack and three remote belt packs. The transmitter and
receiver operate utilizing in the FCC Iicensefree 902-928
MHz range for the U.S. without the needfor a base
station. The ergonomically designed beltpacks have a
sturdy XLR headset jack, two heavy duty antennas,
headset volume control, microphone gain control,A/B
channel selection and PTT orAlways On mode. The
Out of Range LED indicator tells each user when to move
closer to the master belt pack. A gang charger is available
to chargeup tofour beltpacks on one device. Anchor has
simplified the purchasing process by creating a four-person
package at competitive pricing. Use Anchor ProLink back
stage at aschool play,in a news studio, on the football field,
and more!



INTERCOMS

FEATURES

• Heavy duty 4-pin XLR connector

• Choice of single, dual muff, or lightweight headset

• A/B channel selection

• Push to Talk or Always On modes

• Microphone gain setting

• Out of range LED indicator

• Low battery LED indicator

• Rechargeable batteries included

• Gang charger for four belt packs

• FCC License free

WingMAN Interface Station
You can interface Anchor ProLink wireless

with the wired systems including PortaCom

and other 2-wire party line unbalanced

systems using WM-9000. (When using Anchor ProLink

with a wired PortaCom system, substitute the WingMAN
for the Master remote. The Anchor ProLink Master will not

work when the WingMAN is in use.)

• Duplex Communication
• Two Wireless Channels

• Two Wired Channels

• Easy Operation

• Rack Mount Kit Available

P-rfO-=-4irPackage Includes:

-Four headsets - Choice of H-2000 dual or H-2000S single ear muff

-One master belt pack (BP-9000M)

- Three remote belt packs (BP-9000R)

!!II -One gang charger (GC-9000)
•• -Sturdy cardboard carrying case

P"R-O:70-Pacl<age incluaes:

-Seven headsets - Choice of H-2000 dual or H-2000S single ear muff

- Two master belt packs (BP-9000M)

~ -Five remote belt packs (BP-9000R)
• - Two gang chargers (GC-9000)

• -Sturdy cardboard carrying case
www.anchoraudio.com
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